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Rotation detection

Blow off nozzle with valve

Motor control unit

Aspiration unit or chip collector

Optical electrode monitoring

Optional extensions

bayonet cutter holder

Gun force equalization

Electric operated

Swiveling angle 90°

Five degrees of freedom

E2 milling unit with

Standard version
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Lutz Technik GmbH

Hildachstrasse12-14
D - 81245 München

Tel:   +49 (0)89 820 306-0
Fax:  +49 (0)89 820 306-59

Lutz Técnica Brasil Ltda.
Rua Irineu Vilella Veiga, 135
Salas 06 e 07, CEP 89.279-000
Bairro Centro - Guaramirim, SC - Brasil

Phone: +55 47 373 26 59
Fax: +55 47 373 35 27

Lutz Technik GmbH
Hildachstrasse12-14
D - 81245 München

Tel:   +49 (0)89 820 306-0
Fax:  +49 (0)89 820 306-59

Lutz Precision Ltd.
368 Betty Street
Windsor, ON N8S 3W6,
Canada

Phone: +1 519 566 92 16
Fax: +1 866 362 59 88
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Lutz Technik GmbH
Hildachstrasse 12-14
D - 81245 München

Phone: +49 (0)89 820 306 -0
Fax:  +49 (0)89 820 306 -59
www.lutz-precision.com

Order example: 0.57.00.20A + 0.21.00.27V + 8.76.00.21V + cutter*Other extensions upon request.

Motor control unit
Art.-Nr.: 4.57.00.20

Optical electrode monitor
Art.-Nr.: 6.30.00.00

Optional extensions:

Aspiration device
Art.-Nr.: 8.72.00.20

Electric electrode tip dresser with
swiveling device - bent arm
Art.-Nr.: 0.57.00.20A

Electric electrode tip dresser with
swiveling device - straight arm
Art.-Nr.: 0.57.00.20B

90°

Rated
power

Voltage Swivel
time

Cutter
holder

Lutz
reference

1.0 kW 4.5 secE2 - Electrode tip dresser with
swiveling device -straight arm

0.57.00.20A

Aspiration device 8.72.00.20

Optical electrode monitor 6.30.00.00

-- -- ----

-- -- ----

Y 400 V AC 50 Hz/
Y 480 V AC 60 Hz

4.5 secE2 - Electrode tip dresser with
swiveling device - bent arm

0.57.00.20B

Motor control unit 4.57.00.20 -- -- ----

90° arbitrary 25 kg

Limit
load

Mounting
position

Swing
angle

Y 400 V AC 50 Hz/
Y 480 V AC 60 Hz

1.0 kW 25 kg90° arbitrary

AEG

AEG
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