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Dressing unit with bayonet

cutter holder

Extractor for 13-20mm caps

Gun force equalization

Rotation detection

Aspiration unit or chip collector

Control unit

Optical electrode monitoring

 - Cooling water monitor

Optional extensions:

Magazine for 10 electrode pairs



Electronic microcontroller
Art.-Nr.: 4.30.00.00

Optical electrode monitor
Art.-Nr.: 6.30.00.00

Optional extensions:

Lutz Technik GmbH
Hildachstrasse 12-14
D - 81245 München

Phone: +49 (0)89 820 306 -0
Fax:  +49 (0)89 820 306 -59
www.lutz-precision.com

Chip collector
Art.-Nr.: 8.76.00.30

Lutz Technik GmbH
Hildachstrasse12-14
D - 81245 München

Tel:   +49 (0)89 820 306-0
Fax:  +49 (0)89 820 306-59

Lutz Técnica Brasil Ltda.
Rua Irineu Vilella Veiga, 135
Salas 06 e 07, CEP 89.279-000
Bairro Centro - Guaramirim, SC - Brasil

Phone: +55 47 373 26 59
Fax: +55 47 373 35 27

Lutz Technik GmbH
Hildachstrasse12-14
D - 81245 München

Tel:   +49 (0)89 820 306-0
Fax:  +49 (0)89 820 306-59

Lutz Precision Ltd.
368 Betty Drive
Windsor, ON N8S 3W6,
Canada

Phone: +1 519 566 92 16
Fax: +1 866 362 59 88
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*Order example: 0.60.00.20 + 4.30.00.00 + 8.76.00.00C + cutter*Other extensions upon request.

Rated power Voltage WeightCutter holderLutz reference

1,0 kW 35 kgAEGE4 eco+ 0.60.00.20

Optical electrode monitor 6.30.00.00 -- -- ----

Y 400 VAC 50 Hz / Y 480 VAC 60 Hz

-- --Blow off nozzle with valve (1LED) 8.76.00.04D --

Motor control unit 4.30.00.00 -- -- ----

--
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