ngh Pl’eCISIOn Ml”lng TOOl for Spot Welding Electrodes as per DIN/ISO 5821

Ltz | Precision |

Single-Blade milling tool

For electrode cap form F
(1ISO 5821) or similar

Interchangeable cutter blade

HSS cutter blade,
titanium coated

Semtorq / Retek tool holder
Swarf deflectors
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Lutz Technik GmbH Lutz Técnica Brasil Ltda. Lutz Precision Ltd.

Hildachstrasse 12-14 Rua Irineu Vilella Veiga, 135 368 Betty Drive

D - 81245 Miinchen Salas 06 e 07, CEP 89.279-000 Windsor, ON N8S 3We6,
Bairro Centro - Guaramirim, SC - Brasil Canada

Phone: +49 (0)89 820 306 -0

Fax: +49 (0)89 820 306 -59 Phone: +55 47 373 - 2659 Phone: +1 519 566 92 16

www.lutz-precision.com Fax: +55 47 373 - 3527 Fax: +1 866 362 59 88

Dressing tools are available for the following I1SO standard electrodes and in conversion
holders to fit in these competitors machines:* EDI, Hitech, Kyokutoh, Obara, Retek (RTK),
Semtorq (STQ), Stillwater (SW).
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Part number Lutz reference. di1  ri1 | R1 | d2 r.~ R2 | Holder z
1S

ZY4,0/4-4,0/4-R6,5-Q 3.82.00.41 40 |« 40 65 | 40 | 40 | 65  Semtorq 0°-15° g
o

ZY5,0/4-5,0/4-R6,5-Q 3.82.00.31 50 | 40 | 65 50 | 40 | 65 | Semtorq 0°-15° £
ZY5,0/4-5,0/4-R10-Q 3.82.00.43 50 @ 40 | 10 50 = 40 = 10 | Semtorq = 0°15° 1
ZY5,0/4-5,0/4-R8-Q 3.82.00.40 50 | 40 | 80 | 50 | 40 | 80 | Semtorq 0°-15° g
7Y6,0/4-6,0/4-R8-Q 3.82.00.32 60 | 40 | 80 6,0 40 | 80 | Semtorq 0°-15° E
7Y7,0/4-7,0/4-R8-Q 3.82.00.39 70 = 40 | 80 | 70 | 40 | 80 |Semtorq 0°15° e
7Y7,0/4-7,0/4-R10-Q 3.82.00.42 70 | 40 | 10 70 | 40 | 10 | Semtorq 0°-15° E
-

7Y8,0/4-8,0/4-R8-Q 3.82.00.32A 80 & 40 | 80 « 80 | 40 | 80 | Semtorq | 0°-15° £
[{e)

7Y8,0/4-8,0/4-R10-Q 3.82.00.35 80 | 40 10 | 80 | 40 10 | Semtorq = 0°15° g
7Y16,0/08-16,0/08-R8-Q | 3.82.00.33 160 8 80 | 160 & 8 8,0 | Semtorq | 0°15° £
7Y20,0/10-20,0/10-R10-Q = 3.82.00.36 20,0 @ 10 10 | 200 10 10 | Semtorq = 0°-15° 2
(&]
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* Specials available upon request. Variations in cap profile can occur depending on weld gun geometry and correct alignment.



