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THE  F L EX IB L E  S TANDARD  SO LUT ION

 COMPREHENSIVE LINE-UP 4 model variations; 600mm, 700mm, 850mm and 1000mm reach

 ABUNDANT VARIATIONS Standard (IP40), Dust & splash proof type (IP65), UL

 HIGH SPEED Standard cycle time of 0.29 seconds

 HIGH POWER One of the highest applicable maximum moment of inertia in its class

 CEILING MOUNTING 3 model variations; 700mm, 850mm and 1000mm

 HM-SERIES 600 - 1000mm
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Detailed drawing of end-effector mounting face (View: E)

Flange (option) mounting face

Overhead type HMS

Detailed drawing of
 base mounting face (Top View)

Dimensions

M A I N  S P E C I F I C AT I O N S
HM-SERIES 600 - 1000mm

  HM-4060 HM-4070 HM-4085 HM-40A0

Maximum arm reach: 600mm 700mm 850mm 1000mm

Model Name 10 kg: HM-4060 HM-4070 HM-4085 HM-40A0

Model Name 20 kg: HM-4A60 HM-4A70 HM-4A85 HM-4AA0

Maximum payload: 10 - 20 kg 10 - 20 kg 10 - 20 kg 10 - 20 kg

Composite maximum speed: 8800mm/s 9700mm/s 11000mm/s 11500mm/s

Position repeatability: ±0.02mm ±0.02mm ±0.025mm ±0.025mm

Max. moment of inertia 10 kg: 0.25 kg/m² 0.25 kg/m² 0.25 kg/m² 0.25 kg/m²

Max. moment of inertia 20 kg: 0.45 kg/m² 0.45 kg/m² 0.45 kg/m² 0.45 kg/m²

Total weight (approx): 50 kg 50 kg 50 kg 50 kg

Cycle time: 0.29 sec 0.29 sec 0.29 sec 0.29 sec

Motion angle: J1: ±165°, J2: ±147° (±143° HM-4060), T: ±360°

Z-axis (vertical stroke): 200mm, option: 300mm or 400mm

Protection class: Standard: IP40, option: IP65 (Dust & Splash Proof)

Position detection: Absolute encoder

Maximum force ý t: 98N (one second or less)

Wiring (in arm integrated): 24 lines (max. 1Amp, for signaling)

Air piping (in arm integrated): 4 systems (Ø6)

Remark: 4th axis fl ange is optional

unit: mm


